
SATIN

SATIN- це фактурне покриття з іскристо-перламутровим відливом та часточками cрібних гранул .
Використовується для декоративного оздоблення стін та стель всередині приміщень. Завдяки Satin можна
створювати різноманітні рельєфні структури в техніці “карта світу“, а також робити гладкі структури з
ефектом бархату з легкою шороховартістю або наносити продукт розпилювачем.

Склад:
Мінеральні наповнювачі, мармурова крихта, водна акрилова дисперсія, перламутрові пігменти, реологічні
добавки.

Особливості:
● Ефектно виглядає при боковому освітленні та на великих площинах.
● Змінює відтінки залежно від освітлення та кута зору.
● Відмінно приховує незначні дефекти поверхні.
● Наноситься в один або два шари.
● Можливість комбінаціі з іншими перламутровими штукатурками.
● Продукт виготовлений з екологічно чистої та безпечної для здоров’я сировини.
● Стійка до перепадів рівня вологи в приміщенні та температури (в межах «+5» – «+50» С).
● Стійка до вологого протирання.
● Покриття легко реставрується.
● Не вимагає ідеальної підготовки основи.

Основа:

Поверхня повинна бути чистою, сухою та придатною для обробки. Пил, залишки вапняних побілок, покриття
на клейовій та олійній основі, інші забруднення ретельно видалити. Свіжі цементні штукатурки мають бути
витримані щонайменше 28 днів. Нерівності вирівняти шпаклівкою. Тріщини обробити, прогрунтувати та
зашпаклювати. Поглинаючі та крейдяні поверхні, оштукатурені ділянки обробити ґрунтовкою глибокого
проникнення ТМ Daricco. Уражені грибками місця очистити та обробити антисептичним розчином.

Спосіб нанесення та виконання робіт:

Для нанесення штукатурки «SATIN» необхідні такі інструменти: кельма з нержавіючої сталі та шпатель, а також
допоміжні пластикові кельми,щітки та структурні валики.

В класичній техніці матеріал наноситься у два шари. Перший наносимо рівномірно по всій площині
однорідним тонким шаром. Після його повного висихання (12 годин) наносимо другий шар методом
«торцювання» або «накладання» острівців і після їх часткового підсихання 5-7 хв. розгладжуємо
кельмою в однорідну площину, створюючи при цьому ефект оксамиту хаотичними рухами.

Витрата в один шар 0,3-0,4 кг./м2 залежно від основи. Час висихання шару 12-24 години. Всі рекомендації
ефективні при температурі основи +20 С та відносній вологості повітря 60%, в інших умовах терміни висихання та
витримки можуть змінитися. Інструмент промити водою відразу після закінчення робіт.

Заходи безпеки та утилізація:

Зберігати у недоступному для дітей місці. При попаданні в очі одразу промити їх чистою водою. Залишки
висохлої штукатурки екологічно безпечні і є звичайним будівельним сміттям.

Зберігання:

У щільно закритій тарі в прохолодному місці при температурі від +5 до +30 С. Слід уникати потрапляння
прямих сонячних променів на тару. Гарантійний термін зберігання в герметично закритій упаковці - 12 місяців.

Технічні характеристики:
Способи нанесення: Кельма,шпатель,щітки, розпилювач
Розріджувач: вода до 3-5%

Температура нанесення:Мін. +15 °C.

Витрата: 0,3-0,4 кг/м²(в один шар)



Колір: срібний перламутр
Час висихання: 12-24 години
Очищення інструменту: вода
Блиск:шовковистий
Термін зберігання: 12 міс.
Виробник: : ТОВ «Дарико ЛТД» Україна, м Київ, вул. Алматинська 8,

SATIN

SATIN is a textured coating with a sparkling pearlescent shimmer and silver granules. It is used for decorative finishing of

walls and ceilings inside the buildings. Thanks to Satin, you can create a variety of relief structures in the "world map"

technique, as well as make smooth structures with a velvet effect with a slight roughness or apply the product with a spray.

Composition:

Mineral fillers, marble powder, aqueous acrylic dispersion, pearlescent pigments, rheological additives.

Features:

- Looks spectacular in side lighting and on large surfaces.

- Changes shades depending on the lighting and angle of view.

- Perfectly hides minor surface defects.

- It can be applied in one or two coats.

- Can be combined with other pearlescent plasters.

- The product is made of environmentally friendly and safe raw materials.

- Resistant to changes in humidity and temperature (within +5 - +50 °C).

- Resistant to wet wiping.

- The coating is easy to restore.

- Does not require perfect preparation of the surface.

Surface:

The surface must be clean, dry and suitable for processing. Dust, lime whitewash residues, adhesive and oil-based coatings,

and other contaminants shall be thoroughly removed. Fresh cement plasters shall be allowed to cure for at least 28 days.

Level out unevenness with a putty. Treat, prime and fill cracks. Absorbent and chalky surfaces, plastered areas shall be

treated with a deep penetrating primer TM Daricco. Clean and treat the areas affected by fungi with an antiseptic solution.

Method of application and work performance:

To apply SATIN plaster, the following tools are required: a stainless steel trowel and a spatula, as well as additional plastic

trowels, brushes and structural rollers.

In the classical technique, the material is applied in two layers. The first one is applied evenly over the entire surface in a

homogeneous thin layer. After it has completely dried (12 hours), apply the second layer by " trimming" or " applying" the

islands and after their half-drying for 5-7 minutes smooth it with a trowel into a homogeneous plane, creating the effect of

velvet with chaotic movements.

Consumption in one layer is 0.3-0.4 kg/m2 depending on the substrate. Drying time of the layer is 12-24 hours. All

recommendations are effective at a base temperature of +20°C and relative humidity of 60%, in other conditions the drying

and curing time may change. Rinse the tool with water immediately after finishing the work.

Precautions for use and disposal:

Keep out of the reach of children. In case of contact with eyes, rinse immediately with clean water. Residues of dried plaster

are environmentally safe and are normal construction waste.

Storage:

In a tightly closed container in a cool place at a temperature from +5 to +30 C. Avoid direct sunlight on the container. The

guaranteed shelf life in a hermetically sealed package is 12 months.

Technical characteristics:

Application methods: Trowel, spatula, brushes, spray

Thinning agent: water up to 3-5%.

Application temperature: Min. +15 °C.

Consumption: 0.3-0.4 kg/m² (in one layer)



Color: silver pearl

Drying time: 12-24 hours

Tool cleaning: water

Gloss: silky

Shelf life: 12 months.

Manufacturer: : Daricco LTD LLC Ukraine, Kyiv, 8 Almatynska str,


